METAL CONNECTS:
COPPER EJEGTORS
ALBROMET W200

EJECTORS MADE OF ALBROMET W200 ARE
SPECIAL DESIGNED FOR PRESSURE- AND
INJECTION-MOLDING INDUSTRY




GCOOPER EJEGTORS ALBROMET W200
Specification Hectr:

M FormA

M Cylindrical head /Rz 16 Rz 16

M Beryllium-free-copper-alloy Albromet W200
M Based on the standard DIN ISO 6751 /Rz 63 Y3

/ max.Rz4
Application: ° -1 ©
Ejectors made of Albromet W200 are special designed -

for pressure- and injection-molding industry. —r

x
o
Rz 16/

Advantages of Albromet W200 Ejectors:

M Quickly selective cooling gd1 | 0dy | 0ds | K rolis l

M Reducing cycle time 0 0 |[+0.2 +2

M Corrosion-resistant g6 |-0.2 -0,05| 0 0

M Optimization of temperature distribution 100 160 | 250 | 500
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03.20 3 0.3 e | o
03.50 7 3 0.3 |5 e | O
03.70 3 0.3 e |0
04.00 di+| 3 0.3 e (o o
04.20| 8 [0.03| 3 0.3 e |0
04.50 3 0.3 [ BN
05.00| 10 3 0.3 o (o o

Execution: 06.00 5 |o5| [e e e e

M Possibility of surface coating 06.20 | 12 5 105 o |

M Up to 6 times higher thermal conductivity 07.00 5 105 |

compared to steel 08.00 | ., 5 1058 o |0 o

08.20 5 0.5 (] °

Technical specifications: 10.00 | 16 5 |05 |10 e o o

M Hardness Brinell (HB) 190-220HB 12.00| 18 |di+| 7 | 0.8 |12 o|o o

M Tensile strength Rm >600N/mm2 14.00| ,, [0.04] 7 | 0.8 |14 o |0 o

M Yield strength Rp 0.2 500N/mm? 16.00 7 10816 e |0 | o

M Thermal conductivity at 20°C ~200W/m*k

M Mean linear coefficient of

thermal expansion 0,000016K
M Softening point ca. 450°C
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